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DETOUR GENERAL NOTES:

1.

3.

CONTRACT NO. 89525

ALL SIGNING SHALL BE IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF THE
STATE OF ILLINOIS STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION
(SSRBC), THE QUALITY STANDARD FOR WORK ZONE TRAFFIC CONTROL DEVICES, THE

DETAILS IN THESE PLANS, THE LATEST EDITION OF THE MANUAL OF UNIFORM TRAFFIC N
CONTROL DEVICES, AND THE SPECIAL PROVISIONS.

THE ENGINEER SHALL BE NOTIFIED IN WRITING AT LEAST THREE WEEKS PRIOR TO THE Q
DAY THE DETOUR IS TO BE IN EFFECT. THE ENGINEER SHALL DETERMINE THE HOUR OF

CLOSURE. THE ENGINEER WILL CONTACT THE APPROPRIATE LOCAL AGENCIES AND
INTERESTED PARTIES.

THE CONTRACTOR SHALL SUPPLY TO THE ENGINEER THE NAMES AND TELEPHONE NUMBERS
OF HIS / HER REPRESENTATIVE RESPONSIBLE FOR THE DETOUR SIGNING PRIOR TO THE
START OF WORK.

THE CONTRACTOR SHALL FIELD VERIFY THE LOCATION OF THE SIGNS PRIOR TO
INSTALLATION AND RGAD CLOSURE.

THE ROAD SHALL NOT BE CLOSED UNTIL ALL SIGNING IS ERECTED IN ACCORDANCE WITH
THE DETOUR PLAN AND INSPECTED AND APPROVED BY THE ENGINEER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL BARRICADES, SIGNS,
LIGHTS, AND OTHER DEVICES INSTALLED FOR THIS DETOUR ARE IN PLACE AND OPERATING
24 HOURS EACH DAY INCLUDING SUNDAYS AND HOLIDAYS DURING THE TIME THE DETOUR IS
IN EFFECT.

THE TRAFFIC CONTROL SHOWN ON THE DETOUR PLAN IS THE MINIMUM NECESSARY TQ
ENSURE THIS ROAD CLOSURE.- THE CONTRACTOR SHALL MAKE ALL CHANGES IN TRAFFIC
CONTROL AS REQUIRED BY THE ENGINEER. CHANGES TO THE SUGGESTED DETOUR PLAN
SHALL BE APPROVED BY THE ENGINEER AND SHALL BE INCLUDED IN THE COST FOR THE PAY
ITEM TRAFFIC CONTROL AND PROTECTION.

ALL EXISTING SIGNING THAT CONTRADICTS THE DETOUR PLAN SHALL BE COVERED IN A
MANNER APPROVED BY THE ENGINEER.

ALL DETOUR SIGNING SHALL BE POST MOUNTED.

THE CONTRACTOR SHALL PLACE ONE-WAY WESTBOUND TRAFFIC SIGNS
AND NO LEFT TURN SIGNS AT EVERY DRIVEWAY ENTRANCE.
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